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EOMA DATASHEET
UNIVERSAL TRANSMITTER

 4…20 MA OR 0…10 V
 24 BIT RESOLUTION
 ACCURACY 0.1 %
 -40 … +85 °C
 ONLY 35 × 18 × 4 MM

KEY DATA
Property Value Property Value

Input universal, programmable Output 4 … 20 mA or 0 … 10 V
Resolution 24 bit Accuracy max. 0.1 % of nominal range

Supply
9 … 35 VDC (12 … 35 V

for U)
Digital I/O 3 ×, 3.3 V / 2 mA

Dimensions 35 × 18 × 4 mm or round Protection IP00
Operating temp. -40 … +85 °C Order code EOMA · maker ID GD

A programmable OEM board for installation in customer equipment: it turns the signal of a 
temperature, force or pressure sensor into a standard analog signal. One board covers Pt100, 
Pt1000, thermocouples, strain gauge bridges, current, voltage and potentiometers.
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EOMA DATASHEET
TECHNICAL DATA

INPUT
Sensor types universal, programmable

Pt100, Pt1000
4-wire / 3-wire / 2-wire · sensor 
current 0.25 mA

Thermocouples type J / type K / type N

Strain gauge bridge min. 350 Ω

Bridge excitation
1.25 VDC (2-wire) · 3 VDC (3-
wire)

Current / voltage
0 … 20 mA / 0 … 1 V / 0 … 10 
V

Potentiometer min. 350 Ω, max. 100 kΩ

Digital I/O 3 ×, level 3.3 V / 2 mA (option)

Measuring range
depends on the sensor, 
programmable

OUTPUT AND PERFORMANCE
Current output 4 … 20 mA · 2-wire or 3-wire

Voltage output
0 … 10 V · 0.5 … 10.5 V · 2 … 
10 V · 3-wire only

Load, current output R = (UB − 9 V) / 22 mA
Load, voltage output 560 kΩ minimum

Fault signal
< 3.6 mA short circuit or under 
range
> 21 mA sensor break, open 
circuit, over range

Accuracy -40…0 °C max. 0.1 % ± 0.0015 % FS/K
… 0…+40 °C max. 0.1 % FS
… +40…+80 °C max. 0.1 % ± 0.019 % FS/K
With sensor plus the sensor error
Resolution 24 bit

Filter
5 … 5000 ms · switch-on delay 1 
s

POWER SUPPLY
Supply, current output 9 … 35 VDC
Supply, voltage output 12 … 35 VDC

Reverse polarity
protected — no function, no 
damage

Short circuit protected

MECHANICS AND ENVIRONMENT
Dimensions, rect. 35 × 18 × 4 mm
Dimensions, round 31.4 × 28.6 × 4.8 mm, hole Ø 8

mm
Material FR4, PBT
Protection IP00
Connection solder pads 2.9 × 1.9 mm

Mounting position any

Weight approx. 3.5 g

Operating temperature -40 … +85 °C

Storage temperature -40 … +85 °C

Humidity 30 … 90 % rH, non-condensing

… reference 40 °C

EMC EN 61000-6-2:2019-11

EN 61000-6-4:2020-09
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EOMA DATASHEET
TERMINAL ASSIGNMENT

Solder pads of the rectangular board, 2-wire above and 3-wire below. SJ1 and SJ2 are soldered jumpers and select the input. SJ1 is 
closed on delivery.

Solder pads of the round board, 2-wire above and 3-wire below. Same signals, different arrangement — a board swap is not a drop-in.
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EOMA DATASHEET
DIMENSIONS

Rectangular form: 35 × 18 × 4 mm.

Round form: 31.4 × 28.6 × 4.8 mm with a hole Ø 8 mm.
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EOMA DATASHEET
CONFORMITY

EMC Tested to EN 61000-6-2:2019-11 and EN 61000-6-4:2020-09
Explosion protection None. EOMB is the version with ATEX and IECEx approval
Protection class IP00 — the bare board carries no protection of its own and has to be installed in an enclosure

ORDER INFORMATION
Accessories
 Configurator DEV-KMA, article number 1310-00564. The configuration and calibration software TrComm is included with it and 

can also be downloaded from the manufacturer.

ORDER KEY
Field Value Meaning

Product EOMA octogon product code — universal transmitter, OEM board
Manufacturer key GD · 5 digits the manufacturer runs the series under ID GD
Digit 1 — input 0 · 1 0 universal · 1 universal with digital I/O

Digit 2 — output 0 … 4
0 = 4 … 20 mA (2-wire) · 1 = 4 … 20 mA (3-wire) · 2 = 0 … 10 V · 3 = 0.5 …

10.5 V · 4 = 2 … 10 V
Digit 3 — form 0 · 1 0 rectangular 35 × 18 × 4 mm · 1 round 31.4 × 28.6 × 4.8 mm
Digit 4 — setup 0 · 1 0 to customer specification (state sensor type and range) · 1 factory setting

Digit 5 — special 0 · 1 0 no · 1 yes (please specify)
Factory settings if no configuration is stated: Pt100 −200 … +800 °C · Pt1000 −200 … +600 °C · type K −200 … +1350 °C · type N −200 … 
+1300 °C · type J −210 … +1200 °C · voltage 0 … 10 V · current 0 … 50 mA · strain gauge 2 mV/V. Current and voltage inputs can afterwards 
only be changed by re-soldering the jumpers; SJ1 is closed on delivery.
The order code is formed from the product code and the five digits.


